










– 10 –– 9 –

Operation Procedure of Internal Stain

Precautionary Measures

i） There is a risk of blackening when using the stain liquid of other manufacturers.
It is very important to use Noritake CZR Stain Liquid exclusively.

ii） Internal Stain is made exclusively for internal staining. If additional external
staining is required, we recommend CZR External Stain.

iii）Internal Stain liquid should not be mixed with water, use as is without
diluting.

iv）After mixing Internal Stain with Internal Stain Liquid on the palette, avoid
letting it sit for a long time and avoid making repeated additions to the
original mixture. Using stain from which too much moisture has evaporated
will result in bubbles.

v） If different colored stains are applied over on the same area without baking
between applications, they may blend unpredictably. To avoid this, divide
the staining process into two parts and bake between applications.

vi）Internal Stain Liquid contains ingredients that dissolve some plastics. Please
handle with extreme caution in the presence of plastic materials.

Build-up Techniques of CZR

1. Shaping of Zirconia Framework
Check the fit of the framework. Adjust the
finishing line or the thickness in the margin area
with Noritake MEISTER POINT DP-02 or SD-61.

2. Framework Adjustment for Margin Porcelain
Build-up
Now that the margin area is properly adjusted,
the framework is ready for the build-up of
Margin Porcelain. Refer to "Laboratory Methods
for Zirconia Frameworks"（See Page 6）. 

3. Cleaning the framework
Clean the framework ultrasonically in acetone
solution for 10 minutes. Do not contaminate the
surface with oil by touching it with bare fingers.

5. Build-up of Margin Porcelain
Mix Margin Porcelain with Noritake
MAGIC FORMER. If the build-up is too
thick, this area tends to look artificial.
Build-up the Margin Porcelain in a
triangular structure.

* Stain the white bands, the cervical area and proximal region in a horizontal direction.
** Stain vertical check-lines if any.

Bake the Shade Base Porcelain layer.

Build-up and bake the Body and Enamel layers.

Carve the mamelons in the incisal edge with a disc.

Steam and/or ultrasonically clean.

Bake（air-fired）the first application of Internal Stain.  * 

Bake（air-fired）the second application of Internal Stain.  ** 

Bake the Translucent / Luster Translucent layer.

Make morphological corrections.

Steam and/or ultrasonically clean.

Natural Glaze / Polish.

4. Application of Porcelain Separator
After cleaning the framework, apply Noritake
MAGIC SEPARATOR to the margin area of
the die.

MAGIC FORMER

MAGIC SEPARATOR



●Cerabien Forming
Liquid（100P）
Specially formulated for
CZR and CERABIEN. 

●Noritake Meister
Liquid（100P）
Keep porcelain moist,
which makes applying
Shade Base easy. 

●Noritake Magic Set
Magic Separator :
Pen-type porcelain separator.  
Magic Former :
Dry-and-set type Margin
Porcelain forming liquid.
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11.Cut Back
Cut back the proximal and labial surfaces and
carve the mamelon structure. The minimum
thickness of Body Porcelain is 0.8mm.

12.Build-up of Enamel Porcelain
Be careful not to extend too far into the middle
third, as it could tend to lower the value. 

13.Build-up of Translucent Porcelain
Overbuild by approximately 10 percent, thereby
allowing for shrinkage with room to overlay with
luster translucent porcelain after having done
internal stain if so desired. If needed, remove
porcelain from inside of framework with a dry brush.

14.Baking of Body/Enamel/Luster Translucent Porcelain
Bake according to the recommended temperatures
on the baking schedule, noting that baked porcelain
should have a definite sheen. If porcelain does not
have a definite sheen, raise the temperature to get
the desired surface texture and refire. 

15.Morphological Correction, Glazing and Final Polish
Make the morphological changes as needed. Do final shape, contour and
surface texture using Meister Cones to achieve appropriate surface texture,
steam cleaning before natural glaze. For final polish, use rubber wheels, felt
wheel and diamond polishing paste. Due to the translucency of the zirconia
framework, you can fabricate an all ceramic crown which more closely
mimics natural dentition than a standard porcelain fused to metal crown. 

7. Application and baking of 1st Shade Base Porcelain
To increase the strength between zirconia framework and CZR, apply a very
fine thin layer of Shade Base Porcelain mixed with NORITAKE MEISTER
LIQUID After drying the Shade Base Porcelain at the muffle entrance for 5
minutes, bake it from 600℃（1112°F）up to 930℃（1706°F）under vacuum,
release vacuum at 930℃（1706°F）and hold for a minute in the air.

8. Application of 2nd Shade Base Porcelain
Apply the 2nd Shade Base Porcelain to a thickness
of 0.2mm. Due the low viscosity of Shade Base
Porcelain, it is easily applied with an instrument.

9. 2nd baking of Shade Base
Repeat 1st Shade Base baking. Release vacuum
at high temperature of 930℃（1706°F）hold for a
minute in the air.

10. Body / Cervical Build-up
Proceed with Body Porcelain build-up and as
needed Body and Cervical Porcelains at the
neck.  Refer to mixing ratio on page 13. 

6. Fabrication of Margin Porcelain
Bake Margin Porcelain according to the Baking
Schedule on page 13. If 2nd bake is necessary,
add additional margin porcelain and bake
according to schedule.
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Luster / Translucent
Enamel
Body
Opacious Body
Shade Base
Zirconia Framework

Color Combination Table

A1

SBA1

MA1

OBA1

A1B

-

E2

A2

SBA2

MA2

OBA2

A2B

CV-1

E2

A3

SBA3

MA3

OBA3

A3B

CV-1

E3

A3.5

SBA3.5

MA3.5

OBA3.5

A3.5B

CV-1

E3

A4

SBA4

MA4

OBA4

A4B

CV-1

E3

B1

SBB1

MB1

OBB1

B1B

-

E1

B2

SBB2

MB2

OBB2

B2B

CV-2

E2

B3

SBB3

MB3

OBB3

B3B

CV-2

E3

B4

SBB4

MB4

OBB4

B4B

CV-2

E3

C1

SBC1

MC1

OBC1

C1B

-

E2

C2

SBC2

MC2

OBC2

C2B

CV-3

E3

C3

SBC3

MC3

OBC3

C3B

CV-3

E3

C4

SBC4

MC4

OBC4

C4B

CV-3

E3

D2

SBD2

MD2

OBD2

D2B

CV-4

E2

D3

SBD3

MD3

OBD3

D3B

CV-4

E3

D4

SBD4

MD4

OBD4

D4B

CV-4

E3

NW0

SBNW0

MNW0

-

NW0B

-

E1

NW0.5

SBNW0.5

MNW0.5

-

NW0.5B

-

E1

NP1.5

SBNP1.5

MNP1.5

OBNP1.5

NP1.5B

-

E2

NP2.5

SBNP2.5

MNP2.5

OBNP2.5

NP2.5B

CV-1

E2

※2 ※2 ※3 ※2 ※3 ※2 ※2※3※3

※1 ※1 ※1 ※1

※3

Shade
Shade Base
Margin
Opacious Body
Body

Cervical

Enamel

※1.To acquire shades of B1,C1,C3,D2 use B2,C2,C4,D3 and dilution powder（MDL）. The proportion is 1:1.
※2.Mix Body with Cervical at the ratio of 2:1　　　※3.Mix Body with Cervical at the ratio of 1:1

Baking Schedule for CZR

Dry-Out Time

Low Temperature

Start Vacuum

Heat Rate

Vacuum Level

Release Vacuum

Hold Time

High Temperature

Cool Time

Unit
min.
°C
°F
°C
°F

°C/min.
°F/min.
 kPa   

°C
°F

min.
min.
°C
°F

min.

5
600

1112
600

1112
50
90
96

1000
1832

1
1

1000
1832

4

5
600

1112
600

1112
45
81
96

930
1706
－ 

1 
930

1706
4

7-10
600

1112
600

1112
45
81
96

930-940
1706-1724

－ 

1 
930-940
1706-1724

4

5
600

1112
－

－

50
90
0
－

－

－ 

－ 

900
1652

4

7
600

1112
600

1112
45
81
96

930
1706
－ 

0.5     
930

1706
4

5
600

1112
－

－

50
90
0
－

－

－ 

0.5
930

1706
4

5
600

1112
－

－

50
90
0
－

－

－ 

－ 

930
1706

4

5
600

1112
－

－

45
81
0
－

－

－ 

－ 

880
1616

4

1. Margin Porcelain 1st and 2nd Bake 
2. Shade Base Porcelain 1st and 2nd Bake 
3. Body and Enamel (and Translucent) Bake 
4. Internal Live Stain 1st and 2nd Bake 
※1.96kPa=72BHN (29inchesHN)
※2.For baking bigger number of  crowns, set the high temperature higher and dry-out time longer.

in the air

with vacuum

5. Minor Adjustments 
6. Self Glaze
7. Glazing Powder and External Stain Bake
8. MRP and Add-on Bake

1 2 3 4 5 6 7 8※2

※1

Application of CZR

Precautions for Handling Cerabien ZR
1. This porcelain is for zirconia frameworks.
2. To avoid heat-shock of the framework, when grinding the framework, do not use excessive
pressure or speed.

3. Follow the manufacturer’s instructions for handling the zirconia framework.
4. Do not mix with any other porcelain, including another Noritake porcelain or another
manufacturers’porcelain.

5. Before applying the wash-bake of Shade Base, steam clean the framework. 
6. Use only Cerabien Forming Liquid, Meister Liquid or distilled water with CZR powder.
7. For adequate bond strength as well as to achieve proper value, it is necessary that the first
layer of Shade Base is a wash-bake layer.

8. CZR is baked properly when the surface has a slight luster after baking. Please adjust your
furnace to achieve this result.

9. Observe the recommended cool time. Do not cool CZR too quickly.
10. Do not use metal baking pegs. The metal may stain the inside of the framework. The peg
must be clean : leftover porcelain may fuse to the inside of the framework.

11. Keep all liquids in a dry and cool place, avoiding direct sunlight.

Read the instructions carefully, keep them in a safe place for future reference. 

Notes on Safety
1. When grinding porcelain use an approved dust mask and a vacuum air filter to protect the
lungs from breathing dust.

2. When grinding porcelain, wear safety glasses.
3. It is non-edible. Keep it out of the reach of children.
4. Avoid eye contact with all Cerabien liquids. In the event of eye contact, immediately rinse
with a copious amount of water and consult a physician.

5. Do not touch items heated by the furnace with your bare hands.
6. Keep IS Liquid and ES Liquid away from flames and high temperatures. They are flammable.
7. This porcelain is for dental use only. Do not use for other purposes.
8. For use only by dentists and dental technicians.

All products mentioned in this manual except Noritake Magic Set, CERABIEN FORMING
LIQUID, NORITAKE MEISTER LIQUID and NORITAKE MEISTER POINT are part of
the Cerabien ZR（CZR）system and are covered by its registered trademark.

SYMBOL MEANING

MANUFACTURER

USE BY

BATCH CODE

CAUTION, CONSULT ACCOMPANYING DOCUMENTS.�
ATTENTION, SEE INSTRUCTIONS FOR USE. 

AUTHORISED REPRESENTATIVE IN THE EUROPEAN COMMUNITY

LOT

EC REP

If the patient is hypersensitive to Dental 
Porcelain or any of the other components, 
this medical product should not be used. Or 
it should be only used under the strict 
supervision of the patient's doctor/dentist.

Name     :�EMERGO EUROPE�
Address : Molenstraat 15, 2513 BH,�
� The Hague, The Netherlands
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