

















Press Parameters for the Auto Press Plus (Pentron Lab)

Pressing in a Small ring 1lngot Ring Size= wt.100g

T T2 Rate H1 H2 Vacuum Pressure
700°C 930°C 60°C/min. 15min. 6min. Max Vac 3.4bar
1292°F 1706°F 108°F/min. 15min. 6min. Max Vac 3.4bar

Pressing in a Large ring 1Ingot Ring Size=wt.200g

T T2 Rate H1 H2 Vacuum Pressure
700°C 940°C 60°C/min. 20min. 7min. Max Vac 3.4bar
1292°F 1724°F 108°F/min. 20min. 7min. Max Vac 3.4bar

Pressing in a Large ring 2Ingots Ring Size=wt.200g

T T2 Rate H1 H2 Vacuum Pressure
700°C 940°C 60°C/min. 20min. 8min. Max Vac 3.4bar
1292°F 1724°F 108°F/min. 20min. 8min. Max Vac 3.4bar

Pressing in a 300g ring 1lngot Ring Size=wt.300g

T T2 Rate HA1 H2 Vacuum Pressure
700°C 950°C 60°C/min. 30min. 9min. Max Vac 3.4bar
1292°F 1742°F 108°F/min. 30min. 9min. Max Vac 3.4bar

Press Parameters for the VIP UNIVERSAL X-PRESS (JELRUS)

Pressing in a Small ring 1Ingot Ring Size= wt.100g
PredryTime | LowTemp | VacLevel | StartVac | HeatRate | PressTemp | HoldTime | PressTime | Re-PressTime | CoolTime | Pressure
0:00 700°C High 700°C | 60°C/min. | 930°C 15:00 4:00 0:00 0:00 3.4bar
0:00 1292°F High 1292°F | 108°F/min. | 1706°F | 15:00 4:00 0:00 0:00 3.4bar
Pressing in a Large ring 1Ingot Ring Size= wt.200g
PredryTime | LowTemp | VacLevel | StartVac | HeatRate | PressTemp | HoldTime | PressTime | Re-PressTime | CoolTime | Pressure
0:00 700°C High 700°C | 60°C/min. | 940°C 20:00 6:00 0:00 0:00 3.4bar
0:00 1292°F High 1292°F | 108°F/min. | 1724°F | 20:00 6:00 0:00 0:00 3.4bar
Pressing in a Large ring 2Ingots Ring Size=wt.200g
PredryTime | LowTemp | VacLevel | StartVac | HeatRate | PressTemp | HoldTime | PressTime | Re-PressTime | CoolTime | Pressure
0:00 700°C High 700°C | 60°C/min. | 940°C 20:00 8:00 0:00 0:00 3.4bar
0:00 1292°F High 1292°F | 108°F/min. | 1724°F | 20:00 8:00 0:00 0:00 3.4bar
Pressing in a 300g ring 1Ingot Ring Size=wt.300g
PredryTime | LowTemp | VacLevel | StartVac | HeatRate | PressTemp | HoldTime | PressTime | Re-PressTime | CoolTime | Pressure

0:00 700°C High 700°C | 60°C/min. | 950°C | 30:00 10:00 0:00 0:00 3.4bar
0:00 1292°F High 1292°F | 108°F/min. | 1742°F | 30:00 10:00 0:00 0:00 3.4bar

Press Parameters for the AUSTROMAT® 3001 press-i-dent (DEKEMA Dental)

Pressing in a Small ring 1Ingot Ring Size= wt.100g L9 C700 V9 TO60 - C930 T900 L94 T240* L9VO CO L6 T5
Pressing in a Large ring 1lngot Ring Size= wt.200g L9 C700 V9 T060 - C940 T1200 L97 T300* L9 VO CO L6 T5
Pressing in a Large ring 2Ingots Ring Size= wt.200g L9 C700 V9 TO60 - C940 T1200 L97 T300* L9 VO CO L6 TS

The above pressing times are recommended only as our guide. Please find the best pressing times that suit your furnace depending upon
the size and number of the patterns.

lm For the pressing at low pressure, we have tested many times and decided the pressing schedule. But, please note that the pressing at lower pressure less than
the recommended pressure by the press furnace manufacturer may be outside the performance guarantee of the manufacturer.
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Remarks on Safety

* Work in a well-ventilated room during mixing and firing investment.

* Investment and ceramic material contains Silica. Avoid inhaling the dust. Use a dust collector
and an approved dust mask. Over exposures may cause delayed lung injury.

+ Avoid exposure to eyes. Wear the goggles for eye protection during cutting or polishing works.
In case of contact with eyes, flush eyes with copious amounts of water and consult an eye-

doctor.

+ Avoid eye contact with all EX-3 PRESS liquids. In case of contact with eyes, flush eyes with

copious amounts of water and consult an eye-doctor.

+ Do not touch items heated by the furnace with your bare hand.

+ Keep IS Liquid and ES Liquid away from flames and high temperatures. They are flammable.
+ Some people are sensitive to skin contact. Wear rubber gloves to protect your skin.

+ Avoid ingesting. Keep out of the reach of children.

+ This material is for dental application only. Do not use for any purpose not specified in the

instruction manual.

SYMBOLS USED IN A LABEL

SYMBOL MEANING

d MANUFACTURER

USE BY

BATCH CODE

ATTENTION, SEE INSTRUCTIONS FOR USE.

AUTHORISED REPRESENTATIVE IN THE EUROPEAN COMMUNITY

A CAUTION, CONSULT ACCOMPANYING DOCUMENTS.
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- Warning

If the patient is hypersensitive to Dental
Porcelain or any of the other components,
this medical product should not be used.
Or it should be only used under the strict
supervision of the patient's doctor/dentist.

- EU Authorized Representative

Name : EMERGO EUROPE
Address : Molenstraat 15, 2513 BH,
The Hague, The Netherlands
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